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Dimensions in mm

Inches are approximate

www.hafele.com AH 1.45 

1

Sliding Door Hardware-Wood
Top Hung System

HAWA Symmetric 80/Z Set

• For bi-parting sliding doors without upper track and lower guide channel

Item No.

940.81.009

Set Components

Description Material Color Qty. Item No.

Double roller running gear - - 4 pcs. 940.80.012

Two-way suspension plate
M10 bolt and mounting screws

Aluminum
silver colored 

anodized
4 pcs. 940.80.022

Floor mounted guide, rattle-free - - 2 pcs. 940.40.031

Track stopper with adjustable 
retention spring

- - 1 pc. 940.80.040

Height adjusting pin Steel - 1 pc. 940.40.091

Deflection roller with end stops - - 2 pcs. 940.80.086

Clamping element for fastening 
ends of the toothed belt

- - 1 pc. 947.00.055

Clamping element for fastening 
continuous toothed belt

- - 1 pc. 947.00.056

Toothed belt, glass-fiber reinforced 
10 m (32” 11/16”)

- black 1 pc. 947.00.037

Note
Item numbers are valid only for 1 piece, when ordering individual components, please state the desired amount
The toothed belt (length 10 m) is calculated for 2 sliding doors having a maximum width of 1200 mm (3’ 11 1/4”) each

Individual Components

Description Material Finish/Color Length Item No.

Upper tracks, 
pre-drilled

Aluminum
clear 

anodized

1.4 m (4’ 7 1/8”) 940.80.140

1.6 m (5’ 3”) 940.80.160

1.8 m (5’ 10 7/8”) 940.80.180

2 m (6’ 6 3/4”) 940.80.200

2.2 m (7’ 2 5/8”) 940.80.220

2.5 m (8’ 2 7/16”) 940.80.250

3 m (9’ 10 1/8”) 940.80.300

4 m (13’ 1 1/2”) 940.80.400

6 m (19’ 8 1/4”) 940.80.600

Guide rail Plastic black 1.3 m (4’ 3 1/8”) 940.41.130

Cover cap Plastic anthracite - 940.80.060

Door stop, floor mounted -
chrome-plated, 

matt
- 940.40.052

Calculating the upper 
track length (L):
L = CO x 2 + 120 mm 

(4 3/4”)
CO = Clear opening  

Confort guides page 1.159

HAWA angle profile page 1.157

Futura framing kit pages 1.153-1.155
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Dimensions in mm

Inches are approximate

www.hafele.comAH 1.70

Sliding Door Hardware-Wood
Top Hung System
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HAWA Junior 120/B

• Maximum door weight: 120 kg (264 lbs.)
• Minimum door thickness: 35 mm (1 3/8”)
• For 1 and 2 sliding wood doors
• Minimum installation height
• Outstanding durability
• Rattle-free bottom guide
• Suspension with carrier profile
• Smooth quiet operation
• Heights adjustable
• Door stop with adjustable retention spring

https://HardwareShowroom.com

Hafele Authorized eReseller : 1(888)-800-7780
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Dimensions in mm

Inches are approximate

www.hafele.com AH 1.75 

Sliding Door Hardware-Wood
Top Hung System

1

Slido Classic 160-P Set

• For a single sliding door without running track

Version Item No.

A, without Soft Close 941.62.004

Note
For 2 bi-parting and bypassing sliding doors, please order 2 sets

Set Components

Description Material Color/Finish Qty. Item No.

Running gear, suspension screw 
with nut, support flange for  
screw-mounting, without soft  
and self-closing mechanism

Steel galvanized 2 pcs. 941.62.013

Floor guide Plastic gray 1 pc. 940.42.034

Track stopper with retaining spring 
and rubber bumper

Plastic gray 2 pcs. 941.62.042

Note
Item numbers are valid only for one piece, when ordering individual components, please state the desired amount 

Individual Components

Description Material Color/Finish Length Item No.

Upper track, pre-drilled Aluminum 

mill 

2 m (6’ 6 3/4”) 941.62.200

3 m (9’ 10 1/8”) 941.62.300

6 m (19’ 8 1/4”) 941.62.600

clear
anodized

2 m (6’ 6 3/4”) 941.62.201

3 m (9’ 10 1/8”) 941.62.301

6 m (19’ 8 1/4”) 941.62.601

58
5"2 16

6.5
1"
4

14
9"
16

13
1"
2

Floor guide roller, Ø10 (3/8”) Steel galvanized - 940.42.032

U-shaped guide track 
15 x 15 x 1.5 (5/8” x 5/8” x 1/16”)

Aluminum bright 6 m (19’ 8 1/4”) 940.42.602 

26
(1")

Wall mounting bracket, with screw and nut
(L x H) 18 - 33 (11/16” - 1 5/16”) x 26 (1”)

Steel galvanized - 940.62.061

Note
Install wall mounting brackets every 400 mm (15 3/4”)

https://HardwareShowroom.com

Hafele Authorized eReseller : 1(888)-800-7780
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Dimensions in mm

Inches are approximate

www.hafele.com AH 1.89 

1

Sliding Door Hardware-Wood
Top Hung System

Straightaway 320 

Individual Components

Description Material Finish Length Item No.

Top track
wall thickness, 2 mm (1/16”)

Steel galvanized

2.1 m (6’ 10 11/16”) 942.52.921

3 m (9’ 10 1/8”) 942.52.930

Top track, 
wall thickness 2.5 mm (3/32”)

Note
Use of this heavier track increases 
max. door weight to 500 kg 
(1100 lbs.) provided adequate track 
support brackets are used

Steel galvanized 3 m (9’ 10 1/8”) 942.52.830

Side mounting bracket, open Pressed Steel galvanized - 942.52.080

Lock-joint plate  

Note
To convert side mounted bracket to 
lock-joint bracket.
Can be used on all brackets if 
extreme rigidity is required

Pressed Steel galvanized - 942.52.082

Soffit mounting bracket, open,
for parallel and cross ear 
applications

Pressed Steel galvanized - 942.52.083

Closed end piece, unhanded,
to convert side mounting bracket or 
soffit mounting bracket to closed end 
bracket

Pressed Steel galvanized - 942.52.084

Soffit bracket, lock-joint type

Note
Do not over-tighten set screws.

Pressed Steel galvanized - 942.52.085

Note
Refer to selection guide for quantities

Track

Open bracket 
with lock-joint 
plate

Lock-joint 
plate

Selection Guide for Series 300 System Top Track Brackets

1. Closed end brackets should be mounted at both ends of each track run

2.  Lock-joint brackets should be mounted at each track joint

3.  Brackets should be positioned at 600 – 900 mm (23 5/8” – 35 7/16”) center 

intervals along the track

Note
This is a guide only. If planning for very heavy or large numbers of panels, additional 
brackets may be required. For details contact the Architectural Products Department.

OC O CO
S

OC O COO
S

Key

O = Open bracket

C =  Closed end bracket

L =  Lock joint bracket

LOC O O COO OO

S

O
S

3 m (9’ 10 1/8”) length of track2 m (6’ 6 3/4”) length of track

2 x 3 m (6’ 6 3/4” x 9’ 10 1/8”) lengths of track

Trolley hangers and bottom guides page 1.90
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Dimensions in mm

Inches are approximate

www.hafele.com AH 1.111 

1

Sliding Door Hardware-Wood
Bottom Rolling System

EKU Divido 80 H Set

• For a single sliding door without upper track and lower
guide channel

Item No.

940.92.001

Set Components

Description Material Color/Finish Qty.

Running gear with anti-derail device, 

single wheel
- - 2 pcs.

Upper guide with plastic guide wheels 
mounted on a zinc-plated steel base

- - 2 pcs.

Adapter for running gear, includes 
mounting screws

Plastic gray 2 pcs.

Door stopper set for lower running track Plastic gray 2 pcs.

Door stopper for upper guide channel Plastic gray 2 pcs.

End piece to lower guide track Plastic gray 1 pc.

Individual Components

Description Material Color/Finish Length Item No.

Single upper guide channel, 
40 x 40 (1 9/16” x 1 9/16”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.13.525

3.5 m (11’ 5 13/16”) 941.13.535

6 m (19’ 8 1/4”) 941.13.560

Dual upper guide channel, 
78 x 40 (3 1/16” x 1 9/16”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.13.925

3.5 m (11’ 5 13/16”) 941.13.935

6 m (19’ 8 1/4”) 941.13.960

Single lower running track, recessed, 
13 x 8 (33/64” x 5/16”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.13.825

3.5 m (11’ 5 13/16”) 941.13.835

6 m (19’ 8 1/4”) 941.13.860

Mounting profile for single lower 
running track, recessed, 
51 x 10 (2” x 3/8”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.13.125

3.5 m (11’ 5 13/16”) 941.13.135

6 m (19’ 8 1/4”) 941.13.160

Single lower running track, surface 
mounted, 38 x 8 (1 1/2” x 5/16”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.13.725

3.5 m (11’ 5 13/16”) 941.13.735

6 m (19’ 8 1/4”) 941.13.760

Dual lower running track, surface 
mounted, 68 x 8 (2 11/16” x 5/16”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.13.625

3.5 m (11’ 5 13/16”) 941.13.635

6 m (19’ 8 1/4”) 941.13.660

Clip profile to mounting profile and 
dual lower running track, 
25 x 6 (1” x 1/4”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.12.825

3.5 m (11’ 5 13/16”) 941.12.835

6 m (19’ 8 1/4”) 941.12.860

Center door stop, installed into upper 
guide channels,  
33 x 90 (1 5/16” x 3 9/16”) 

Plastic gray – 941.12.040

Soft closer
61–80 kg (135–220 lbs) 

– – – 940.92.010

https://HardwareShowroom.com

Hafele Authorized eReseller : 1(888)-800-7780



































































































D
im

en
si

on
al

 d
at

a 
no

t 
bi

nd
in

g.
 W

e 
re

se
rv

e 
th

e 
ri
gh

t 
to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t 
no

tic
e.

Dimensions in mm

Inches are approximate

www.hafele.com  AH 1.160

1

Guide

• Screw-mounted
• Recessed into cabinet bottom
• Groove size: 6 x 12 mm (1/4” x 1/2”)

Material: Plastic

Color Item No.

natural 407.01.942

Double Guide

• Screw-mounted
• Floor-mounted
• No groove required
• Adjustable from 19 - 35 mm (3/4” x 13/8”) door width

Material: Plastic

Color Item No.

natural 407.01.951

Single Guide

• Screw-mounted
• Two-part guide (order 2 pcs. per door)
• Floor-mounted
• No groove required
• Guides have to be field-cut to fit door thickness

Material: Plastic

Color Item No.

natural 407.01.960

Guide

• Screw-mounted
• Floor-mounted
• Maximum door weight: 80 kg (176 lbs.)
• Groove size: 6 x 22 mm (1/4” x 7/8”)

Material: Plastic

Color Item No.

gray 407.01.997

Guide

• Screw-mounted
• Floor-mounted
• Rattle-free
• Maximum door weight: 120 kg (264 lbs.)
• Groove size: 10 x 20 mm (3/8” x 25/32”)

Material: Plastic

Color Item No.

black 940.40.031

Lower Guides

3
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Sliding Door Hardware-Wood
Accessories
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Sliding Door Hardware-Glass
Top Hung System
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Dimensions in mm

Inches are approximate

www.hafele.com AH 1.169 

1

Slido Classic 80-L to 120-L 

Mounting brackets and accessories

Description Area of application Material Finish/Color Length Item No.

10
26
(1") Mounting bracket with 

screw and nut
For upper track 1 Steel galvanized

36 (1 7/16”) 940.42.061

44 (1 3/4”) 940.62.061

64 (2 1/2”) 940.42.063

13
Wrench for 
height adjustment

Steel galvanized 940.43.032

Floor guide
For glass thickness 
up to 12.7 mm (1/2”)

Zinc alloy
nickel-plated 

matt
940.82.030

Note
Install mounting brackets 10 every 400 mm (16”).

Clip-on fascias and end caps

Description Area of application Material Finish/Color Length Qty. Item No.

F
Clip-on fascia, 
height 56 mm 
(2 3/16”)

For upper tracks 
1, 2, 3 and 5

Aluminum
silver clear 
anodized

2 m (6’ 6 3/4”) 940.43.123

3 m (9’ 10 1/8”) 940.43.133

6 m (19’ 8 1/4”) 940.43.163

R
Clip-on fascia, 
height 90 mm 
(3 9/16”)

For upper tracks 
1, 2, 3 and 5

Aluminum
silver clear 
anodized

2 m (6’ 6 3/4”) 941.25.720

3 m (9’ 10 1/8”) 941.25.730

6 m (19’ 8 1/4”) 941.25.760

G
Clip-on fascia  
for integration in 
suspended ceilings

For upper tracks 
1, 2, 3 and 5

Aluminum
silver clear 
anodized

2 m (6’ 6 3/4”) 940.43.620

3 m (9’ 10 1/8”) 940.43.630

6 m (19’ 8 1/4”) 940.43.660

S End cap set

For upper track 1 and 
panel R, for upper track 5 
and mounting rail 17 and 
fascia R.

Plastic silver colored 941.25.030

T End cap set
For upper track 5  
and mounting rail 16 
and fascia R.

Plastic silver colored 941.25.032

U End cap set

For upper track 1 and 
fascia F, for upper track 5 
and mounting rail 17 and 
fascia F.

Plastic silver colored 940.43.028

M End cap set
For upper track 5  
and mounting rail 16 
and fascia F.

Plastic silver colored 940.43.037

P

Clip-on cover for 
glass clamp shoe, 
height 43 mm  
(1 11/16”) 

For 200 mm (7 7/8”) 
glass clamp shoe 

Aluminum
silver clear 
anodized

200 (7 7/8”) 4 pcs. 940.43.046

For 1000 mm (3’ 3 3/8”) 
glass clamp shoe

1000 (3’ 3 3/8”) 2 pcs. 940.43.047

For 1500 mm (4’ 11”) 
glass clamp shoe

1500 (4’ 11”) 2 pcs. 940.43.048

End cap set, 
clip-on cover for 
glass clamp shoe

For glass thickness 
10 mm (3/8”)

Plastic silver colored

940.43.050

For glass thickness 
12.7 mm (1/2”)

940.43.065

Note 
Two end cap sets are required for the 200 mm (7 7/8”) clip-on cover for glass clamp shoe.
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Dimensions in mm

Inches are approximate

www.hafele.com 

Sliding Door Hardware-Glass
Top Hung System

AH 1.181 

1

Set Components

Description Material Color Qty. Item No.

Double roller running gear – – 2 pcs. 941.60.012

Suspension bolt, M14, including mounting screws – – 2 pcs. 941.60.023

Patch suspension – – 2 pcs. 940.40.038

Track stopper with adjustable retention spring – – 2 pcs. 941.60.041

One-way drilling jig – – 1 pc. 940.40.089

Wall buffer Rubber black 1 pc. 940.40.051

Height adjusting pin – – 1 pc. 940.40.090

Note
Item numbers are valid for only 1 piece, when ordering individual components please state the desired amount. For 2 bi-parting sliding glass 
doors, please order 2 sets.

Individual Components

Description Material Finish Length Item No.

Upper tracks, pre-drilled Aluminum
anodized,

clear

3 (9’ 10 1/8”) 941.60.300

4 (13’ 1 1/2”) 941.60.400

6 (19’ 8 1/4”) 941.60.600

HAWA Junior 160/GP

Set

• For a single sliding door without track

Item No.

941.60.005

Supplied With
Mounting instructions

Note 
The complete fitting set is always delivered without running and guide rails, please order separately.

HAWA Toplock pages 1.283-1.287

Cover caps and lower guides page 1.195

https://HardwareShowroom.com

Hafele Authorized eReseller : 1(888)-800-7780
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Dimensions in mm

Inches are approximate

www.hafele.com 

Sliding Door Hardware-Glass
Top Hung System

AH 1.214

1

Floor mounted door stop page 1.206

HAWA  Toplock pages 1.283-1.287

EKU Porta 100 GFO

Individual Components

Description Material Color/Finish Length Item No.

Wall brackets, set for mounting 1 upper track – – – 941.00.060

125

50

125

Upper tracks, pre-drilled, 
95 X 62 (3 47/64” x 2 7/16”)

Aluminum unanodized

2.5 m (8’ 2 7/16”) 941.00.254

Upper tracks, pre-drilled, 
95 X 62 (3 47/64” x 2 7/16”)

6 m (19’ 8 1/4”) 941.00.604

Reinforcement profile, 
43 X 70 (1 11/16” x 2 3/4”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.01.525

6 m (19’ 8 1/4”) 941.01.560

Clip-on fascia to upper track, 
94.5 X 9 (3 23/32” x 23/64”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.00.825

Clip-on fascia to upper track, 
94.5 X 9 (3 23/32” x 23/64”)

6 m (19’ 8 1/4”) 941.00.860

400

50

400

Support profile for fixed glass, pre-drilled, 
53 X 19 (2 3/32” x 3/4”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.01.825

Support profile for fixed glass, pre-drilled, 
53 X 19 (2 3/32” x 3/4”)

6 m (19’ 8 1/4”) 941.01.860

390

80

390

Fixed glazing profile/lower guide channel,
Pre-drilled, 30 x 20 (1 3/16” x 25/32”)

Aluminum anodized

2.5 m (8’ 2 7/16”) 941.01.725

Fixed glazing profile/lower guide channel,
Pre-drilled, 30 x 20 (1 3/16” x 25/32”)

6 m (19’ 8 1/4”) 941.01.760

390

80

390 Angle profile for fixed glass, pre-drilled, 
30 X 19 (1 3/16” x 3/4”)

Aluminum anodized 2 m (6’ 6 3/4”) 941.01.420

Angle profile for fixed glass, 
30 X 17 (1 3/16” x 11/16”)

Aluminum anodized 2 m (6’ 6 3/4”) 941.01.320

Wall profile, 38 x 21 (1 1/2” x 59/64”) Aluminum anodized

2.5 m (8’ 2 7/16”) 941.24.925

3.5 m
(11’ 5 13/16”)

941.24.935

Seal for wall profile Rubber black

2.5 m (8’ 2 7/16”) 941.24.081

3.5 m
(11’ 5 13/16”)

941.24.082

Fixing set for support profile and
Fixed glazing profile

– – – 941.01.899

Sealing profile for 8 and 10 (5/16” and 3/8”) glass Rubber black 20 m (65’ 7 7/16”) 941.00.103

Seal Plastic black 20 m (65’ 7 7/16”) 941.00.094

Soft closer 10 - 60 kg (22 - 132 lbs.)

– – –

940.60.045

Soft closer 61 - 100 kg (135 - 220 lbs.) 940.60.010

Cover cap for notched service access in track 940.60.094

Note
Mounting instructions (included in fitting set) for planning and execution available upon request.

https://HardwareShowroom.com

Hafele Authorized eReseller : 1(888)-800-7780
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Dimensions in mm

Inches are approximate

www.hafele.com  

Sliding Door Hardware-Glass
Top Hung System

AH 1.222

1

58

31

1 7"
 32

 1"  
  8

3.5

30

 1"  
  8

±3

   13"  
16

28

1 3"
 32

69

2 23"
 32Ø5

 3"  
16

28.5

1  1"
 8

44

1 23"
  32

15
 19"  

  32

H

G
 =

 H
-3

6

1
 1

3
"

 
 3

2

33Ø4

1  5"
  16

 5"  
32

4
 5"  
327

 9"  
32

26

1  1"
  32

 13"  
  32

10

(8 – 12.7)

(           )–  5"   
16

    1"   
 2

2 9"
 32

Ceiling Mounted

For example EKU–Porta 100/GW

30
   13"  

16

H

G
 =

 H
-3

6

1
 1

3
"

 
 3

2

33

1  5"
  16

Ø4
 5"  
32

20
 25"  
32

86

3  3"
 8

45

1 25"
 32

Ø5
 3"  
16

58

31

1 7"
 32

 1"  
  8

3.5

28.5

1  1"
 8

H
-6

3

2
 1

5
"

 
 3

2

4
8

1
  7

"
 

8

3
0

   
1
3
" 

 
1
6

 21"  
  32

17

44

1 23"
  32

 1"  
  8

±3

4
 5"  
32

2 9"  
 32

 13"  
  32

10
 13"  

  32

10

(8 – 12.7)

(           )–  5"   
16

    1"   
 2

(8 – 12.7)

(           )–  5"   
16

    1"   
 2

7
 9"  
32

15

 19"  
  32

Ceiling Mounted

For example EKU–Porta 100/GWF

 1"  
  8

±3

28

1 3"
 32

69

2 23"
 32Ø5

 3"  
16

58

31

 1"  
  8

3.5

30

44

1 23"
  32

1  3"
  16

  19"  
  32

15

2
8
.5

1
  1

"
 

8

1 7"
 32

2 9"  
 32

(8 – 12.7)

(           )–  5"   
16

    1"   
 2

Flush with Ceiling

For example EKU–Porta 100/GW
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For example EKU–Porta 100/GWF

EKU Porta 100 GW/GWF Synchro

• Maximum door weight: 100 kg (220 lbs.)
• For glass thicknesses: 8, 10, 12 and 12.7 mm

(5/16”, 3/8”, 15/32” and 1/2”)
• Maximum door height: 2700 mm (8’ 10 5/16”)
• Maximum door width: 1600 mm (5’ 3”)
• Additional supplementary fitting set to

EKU Porta 100 GW and 100 GWF
• Simultaneous symmetrical opening of

two top-hung glass doors
• Suitable for tempered and laminated glass

Flush with Ceiling
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Dimensions in mm

Inches are approximate
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Sliding Door Hardware-Glass
Bottom Rolling System

AH 1.237 
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Push the soft closing mechanism completely against the 

guide when mounting it to the door. Minimum door width 

with one soft closing mechanism is 470 mm (18 1/2"), and 

with two soft closing mechanisms is 818 mm (32 3/16").

Soft closing mechanism

1  1" 
8

29

2

Triple trackDouble track with soft 
closing mechanism

Double trackSingle track

Door panels made of wood, mirror or glass

Mullion
403.37.926

Decorative Mullion
403.53.960

Profile length = 
B - 56 mm

      (2 3/16”)

Profile length = 
B - 56 mm

      (2 3/16”)

Silent Aluflex 40

Installation of running and guide tracks
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Dimensions in mm

Inches are approximate

www.hafele.com™  

Sliding Door Hardware-Glass
Bottom Rolling System

AH 1.248

1

Aluminum Frame Sliding Doors - Custom

• Custom doors and tracks are delivered ready to install
• Ecoresin and glass infill panels offer numerous design possibilities
• Soft closing systems are available to help prevent door slam
• Ceiling and wall mounting options available

Infill Panel Options for Silent Aluflex 40

Material: Ecoresin or Glass
Thickness: 4 mm (5/32”)
Measurement: Ecoresin: 1219 x 2438 (48” x 96”)

Glass: 2248 x 3200 (88 1/2” x 126”)

Note
All patterns come with a clear background unless noted otherwise. The photographs were taken against colored backgrounds to properly 
accentuate the patterns.

All glass is back painted; therefore, the front and back sides will have a different finish. Please keep this in mind when specifying glass as an infill 
for room dividers where the glass will be visible from both sides.

To collaborate on your custom configuration, receive a quote or place your order, contact our Häfele to Order department –
projects@hafeleamericas.com, 1-888-437-7477 or online at www.hafele.com/us

*Additional lead time required

Soft Etch
(shown on white)

Soft Etch Mirrored
(shown on white)

*Structure
(shown on gray)

Tree
(shown on burgundy)

Fossil Leaf Random
(shown on burgundy)

Linea Ivory
(shown on white)

Thatch 50%
(shown on white)

Ting Ting
(shown on white)

Ecoresin

*Barcode
(shown on gray)

*Cannes
(shown on burgundy)

*Diamond
(shown on burgundy)

Ice White Clear
(shown on white)

Mirror

Glass

https://HardwareShowroom.com
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Dimensions in mm

Inches are approximate

www.hafele.com AH 1.263 

1

Hanger bolts page 1.269

Sliding Glass
Barn Door Hardware

Length

Lower guide

Clear opening width

Provide

adequate

support

structure

Check the

position of

the wall 

attachments 

and door 

stoppers 

before 

installation

25
1"

max. 770 mm

130

25
1"

25
1"

25
1"

10

100
4"

100
4"

5  1"
  8

130

5  1"
  8

3"  
8

30 5"
       16

max. 770 mm

30 5"
       16

35

1  3"
  8

C
le

a
r 

o
p

e
n

in
g

 h
e

ig
h

t

13" 
16

21

60

2  3" 
8

Antra I with Solid Stainless Steel Track

• Maximum track weight: 100 kg (220 lbs.)
• For glass thickness: 8 – 12.7 mm (5/16” – 1/2”)
• Height adjustable: ±3 mm (1/8”)
• For 1 sliding glass door
• Smooth quiet operation
• Maintenance-free
• Simple installation
• Stainless steel components

Set

Description Material Color/Finish Drillings Length Item No.

For a single sliding door with upper track Stainless steel dark bronze

3 1.8 m (5’ 10 7/8”) 941.07.050

4 2.1 m (6’ 10 11/16”) 941.07.051

4 2.3 m (7’ 6 9/16”) 941.07.052

4 2.54 m (8’ 4”) 941.07.053

Supplied With
3–4 wall attachments
2 door stoppers
2 running gears
1 lower guide 
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Dimensions in mm

Inches are approximate

www.hafele.com  AH 1.276

1

HAWA Super 250/M

• Maximum door weight: 250 kg (550 lbs.)
• Minimum radius: 1000 mm (39 3/8”)
• For 1 and 2 sliding glass doors
• Running gear with ball bearing steel wheels
• Suitable for curved applications
• Vertical and lateral adjustment
• Steel suspension for welding or bolting
• For internal or external use
• Easy to install

Note
To ensure optimum sliding of the curved metal sliding doors the
suspension points must be in the center of gravity.

Sliding Door Hardware-Glass
Metal Fitting 
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Dimensions in mm

Inches are approximate
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Sliding Door Hardware
Mortise Locks

AH 1.297 

1

Flush Pulls for Sliding Door Lock

• Flush pulls allow for various door functions
• Plate size: 115.8 x 46 mm (4 9/16” x 1 13/16”)
• Mortise depth: 5.5 mm (7/32”)

Material: Brass

Description Finish Item No.

Flush pull, thumbturn 
escutcheon plate with 
3/16” spindle

polished, lacquered 911.26.150

nickel-plated, matt 911.26.137

Flush pull, 
emergency key
escutcheon plate

polished, lacquered 911.26.151

nickel-plated, matt 911.26.138

Flush pull, 
round cylinder 
escutcheon plate

polished, lacquered 911.26.152

nickel-plated, matt 911.26.139

Flush pull

polished 911.26.153

nickel-plated, matt 911.26.140

• Double dead bolt locking mechanism
• Handing is reversible
• For interior residential application
• Suitable for privacy, passage and entrance door functions
• Backset: 70 mm (2 3/4”)
• Case size: 62 x 95 x 19 mm (2 7/16” x 3 3/4” x 3/4”)
• Lock face plate: 25.4 x 101.6 x 5 mm (1” x 4” x 3/16”)
• Strike plate size: 25.4 x 70 x 5 mm (1” x 2 3/4” x 3/16”)
• Door thickness: 35 - 70 mm (1 3/8” - 2 3/4”)

Note
Other finishes are available upon request. Please contact the Häfele 
product specialist at 1-888-437-7477.

Disc

• Internal lock actuator fits standard cylinder hole
• Diamond hub accommodates a 3/16” spindle

Material: Brass, bright

Item No.

911.26.141

Lock Type 3

Material: Brass

Finish Item No.

polished, lacquered 911.26.149

nickel-plated, matt 911.26.136

Brass 
polished

Brass
nickel-plated

matt

https://HardwareShowroom.com
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Dimensions in mm

Inches are approximate
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Sliding Door Hardware
Mortise Locks

AH 1.303 
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Flat Head

Pocket Door Strike/Pull For Wood Doors

• With pull handle and push button

• Stainless steel material grade 1.4301 is similar to grade AISI 304

• For 2 bi-parting doors

Steel, 
silver 

colored

Stainless 
steel, matt

911.26.300 911.26.309

Lock face plate
and strike plate

Stainless Steel, matt 
(material grade 1.4301)

Steel, silver colored

Pull handle and
push button

Zinc die-cast 
nickel-plated polished

Zinc die-cast 
nickel-plated polished

Lock case Steel, lacquered Steel, lacquered

Note
Mounting screws not included
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